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DETAILED ACTION 
Claim Rejections - 35 USC § 103 

1. The following is a quotation of 35 U.S. C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or 
described as set forth in section 102 of this title, if the differences between the subject 
matter sought to be patented and the prior art are such that the subject matter as a whole 
would have been obvious at the time the invention was made to a person having ordinary 
skill in the art to which said subject matter pertains. Patentability shall not be negatived 
by the manner in which the invention was made. 

2. Claims 1-62 are rejected under 35 U.S.C. 103(a) as being unpatentable over Moon et al 
(US Patent No 6085098) in view of Fraccaroli (US Patent No 6549786 Bl). 

Regarding claims 1 and 5, Moon et al discloses a method for configuring a wireless 
device (figs. 1-2, fig. 4) comprising: displaying wireless device settings (22 of fig. 2, 47 of fig. 4; 
col. 19, lines 15-43; col. 3, line 42- col. 4, line 18; col. 4, lines 21-64; col. 5, lines 15-63). 

However, Moon et al does not specifically disclose the step of transmitting selected 
wireless device settings to a wireless service provider; wherein displaying comprises displaying 
the settings within a web page. 

On the other hand, Fraccaroli, from the same field of endeavor, discloses a wireless 
communication network comprising a server in a central location storing matching profiles for a 
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plurality of users of the network. The matching profile for each user is stored in the server 
through the user's mobile unit or secure page on the internet. Furthermore, the location 
implementation is autonomous, so that the handset itself can ask for its location or the location of 
the handset can be requested by a base station and supplied by the handset in response to the 
request (col. 5, lines 1- 48; col. 6, lines 34-65; col. 8, line 33- col. 9, line 57). Therefore, it would 
have been obvious to one of ordinary skill in the art at the time the invention was made to apply 
the technique of Fraccaroli to the communication system of Moon in order to allow a user to 
program their mobile terminal to provide a level of responsiveness to incoming calls that is 
tailored to their individual preference. 

Regarding claim 2, Moon et al as modified discloses a Moon et al discloses a method for 
configuring a wireless device (figs. 1-2, fig. 4), comprising transmitting the substantially same 
settings to a wireless device (col. 4, lines 5-56). 

Regarding claim 3, Moon et al as modified discloses a Moon et al discloses a method for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the wireless device comprises a cellular 
telephone (col. 6, lines 6-19). 

Regarding claim 4, Moon et al as modified discloses a Moon et al discloses a method for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the wireless device comprises a cordless 
telephone (col. 3, lines 6-19; col. 4, lines 5-18). 

Regarding claim 6, Moon et al discloses a Moon et al discloses a method for configuring 
a wireless device (figs. 1-2, fig. 4), wherein displaying comprises displaying the settings within 
an e-mail menu (col. 4, lines 13-56; col. 6, lines 14-30). 
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Regarding claim 7, Moon et al as modified discloses a Moon et al discloses a method for 
configuring a wireless device (figs. 1-2, fig. 4), wherein displaying comprises displaying the 
settings within a PDA menu (col. 3, lines 26-57). 

Regarding claim 8, Moon et al as modified discloses a Moon et al discloses a method for 
configuring a wireless device (figs. 1-2, fig. 4), wherein displaying comprises displaying the 
settings within a wireless device menu (col. 4, lines col. 5, lines 24-53). 

Regarding claim 9, Moon et al as modified discloses a Moon et al discloses a method for 
configuring a wireless device (figs. 1-2, fig. 4), wherein transmitting comprises transmitting the 
selected settings according to a schedule (col. 5, lines 6-53). 

Regarding claim 10, Moon et al as modified discloses a Moon et al discloses a method 
for configuring a wireless device (figs. 1-2, fig. 4), wherein transmitting comprises repeatedly 
transmitting the selected settings until the wireless device receives the transmission (col. 5, lines 
16-53). 

Regarding claim 1 1, Moon et al as modified discloses a Moon et al discloses a method 
for configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings are transmitted 
to a wireless device identified by a wireless device communications number (col. 5, line 24- col. 
6, line 18). 

Regarding claim 12, Moon et al as modified discloses a Moon et al discloses a method 
for configuring a wireless device (figs. 1-2, fig. 4), wherein the communications number 
comprises a telephone number (col. 5, line 24- col. 6, line 30). 
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Regarding claim 13, Moon et al as modified discloses a Moon et al discloses a method 
for configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise an 
existing configuration (col. 4, lines 19-56; col. 5, line 6- col. 6, line 30). 

Regarding claim 14, Moon et al as modified discloses a Moon et al discloses a method 
for configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise a new 
configuration (col. 4, lines 19-56; col. 5,line 6- col. 6, line 30). 

Regarding claim 15, Moon et al as modified discloses a Moon et al discloses a method 
for configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise 
cellular telephone settings (col. 6, lines 6-19). 

Regarding claim 16, Moon et al as modified discloses a Moon et al discloses a method 
for configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise 
cordless telephone settings (col. 3, lines 6-19; col. 4, lines 5-18). 

Regarding claims 17 and 21, Moon et al discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), comprising: a configuration interface adapted to 
display wireless device settings (22 of fig. 2, 47 of fig. 4; col. 19, lines 15-43; col. 3, line 42- col. 
4, line 18); col. 4, lines 21-64; col. 5, lines 15-63). 

However, Moon et al does not specifically disclose the step of transmitting selected 
wireless device settings to a wireless service provider; wherein the interface is adapted to display 
the settings within a web page. 

On the other hand, Fraccaroli, from the same field of endeavor, discloses a wireless 
communication network comprising a server in a central location storing matching profiles for a 
plurality of users of the network. The matching profile for each user is stored in the server 
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through the user's mobile unit or secure page on the internet. Furthermore, the location 
implementation is autonomous, so that the handset itself can ask for its location or the location of 
the handset can be requested by a base station and supplied by the handset in response to the 
request (col. 5, lines 1- 48; col. 6, lines 34-65; col. 8, line 33- col. 9, line 57). Therefore, it would 
have been obvious to one of ordinary skill in the art at the time the invention was made to apply 
the technique of Fraccaroli to the communication system of Moon in order to allow a user to 
program their mobile terminal to provide a level of responsiveness to incoming calls that is 
tailored to their individual preference. 

Regarding claim 18, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), comprising a wireless service provider adapted to 
transmit substantially the same selected settings to a wireless device (col. 4, lines 5-56). 

Regarding claim 19, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the wireless device comprises a cellular 
telephone (col. 6, lines 6-19). 

Regarding claim 20, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the wireless device comprises a cordless 
telephone (col. 3, lines 6-19; col. 4, lines 5-18). 

Regarding claim 22, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the interface is adapted to display the 
settings within an e-mail menu (col. 4, lines 13-56; col. 6, lines 14-30). 
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Regarding claim 23, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the interface is adapted to display the 
settings within a PDA menu (col. 3, lines 26-57). 

Regarding claim 24, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the interface is adapted to display the 
settings within a wireless device menu (col. 4, lines col. 5, lines 24-53). 

Regarding claim 25, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the provider is adapted to transmit the 
selected settings according to a schedule (col. 5, lines 6-53). 

Regarding claim 26, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the provider is adapted to repeatedly 
transmit the selected settings until the wireless device receives the transmission (col. 5, lines 16- 
53). 

Regarding claim 27, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the provider is adapted to transmit the 
selected settings to the wireless device upon receiving a wireless device communications number 
which identifies the wireless device (col. 4, lines 5-56). 

Regarding claim 28, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the communications number comprises a 
telephone number (col. 5, line 24- col. 6, line 30). 
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Regarding claim 29, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise an 
existing configuration (col. 4, lines 19-56; col. 5,line 6- col. 6, line 30). 

Regarding claim 30, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise a new 
configuration (col. 4, lines 19-56; col. 5,line 6- col. 6, line 30). 

Regarding claim 31, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise cellular 
telephone settings (col. 6, lines 6-19). 

Regarding claim 32, Moon et al as modified discloses a Moon et al discloses a system for 
configuring a wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise cordless 
telephone settings (col. 3, lines 6-19; col. 4, lines 5-18). 

Regarding claims 33 and 36, Moon et al discloses a method for configuring a wireless 
device (figs. 1-2, fig. 4), comprising: displaying wireless device settings (22 of fig. 2, 47 of fig. 
4; col. 19, lines 15-43; col. 3, line 42- col. 4, line 18 ;col. 4, lines 21-64; col. 5, lines 15-63). 

However, Moon et al does not specifically disclose the step of transmitting selected 
wireless device settings to a wireless device; wherein displaying comprises displaying the 
settings within a web page. 

On the other hand, Fraccaroli, from the same field of endeavor, discloses a wireless 
communication network comprising a server in a central location storing matching profiles for a 
plurality of users of the network. The matching profile for each user is stored in the server 
through the user's mobile unit or secure page on the internet. Furthermore, the location 
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implementation is autonomous, so that the handset itself can ask for its location or the location of 
the handset can be requested by a base station and supplied by the handset in response to the 
request (col. 5, lines 1- 48; col. 6, lines 34-65; col. 8, line 33- col. 9, line 57). Therefore, it would 
have been obvious to one of ordinary skill in the art at the time the invention was made to apply 
the technique of Fraccaroli to the communication system of Moon in order to allow a user to 
program their mobile terminal to provide a level of responsiveness to incoming calls that is 
tailored to their individual preference. 

Regarding claim 34, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the wireless device comprises a cellular telephone 
(col. 6, lines 6-19). 

Regarding claim 35, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the wireless device comprises a cordless telephone 
(col. 3, lines 6-19; col. 4, lines 5-18). 

Regarding claim 37, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein displaying comprises displaying the settings within an 
e-mail menu (col. 4, lines 13-56; col. 6, lines 14-30). 

Regarding claim 38, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein displaying comprises displaying the settings within a 
PDA menu (col. 3, lines 26-57). 

Regarding claim 39, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein displaying comprises displaying the settings within a 
wireless device menu (col. 4, lines col. 5, lines 24-53). 
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Regarding claim 40, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein transmitting comprises transmitting the selected 
settings according to a schedule (col. 5, lines 6-53). 

Regarding claim 41, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein transmitting comprises repeatedly transmitting the 
selected settings until the wireless device receives the transmission (col. 5, lines 16-53). 

Regarding claim 42, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the selected settings are transmitted to a wireless 
device identified by a wireless device communications number (col. 5, line 24- col. 6, line 18). 

Regarding claim 43, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the communications number comprises a telephone 
number (col. 5, line 24- col. 6, line 30). 

Regarding claim 44, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise an existing 
configuration (col. 4, lines 19-56; col. 5,line 6- col. 6, line 30). 

Regarding claim 45, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise a new configuration 
(col. 4, lines 19-56; col. 5,line 6- col. 6, line 30). 

Regarding claim 46, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise cellular telephone 
settings (col. 6, lines 6-19). 
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Regarding claim 47, Moon et al as modified discloses a method for configuring a 
wireless device (figs. 1-2, fig. 4), wherein the selected settings comprise cordless telephone 
settings (col. 3, lines 6-19; col. 4, lines 5-18). 

Regarding claims 48 and 51, Moon et al discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), comprising: a configuration interface adapted to display wireless device 
settings (col. 4, lines 5-56). 

However, Moon et al does not specifically disclose the step of transmitting selected 
wireless device settings to a wireless device; wherein the interface is adapted to display the 
settings within a web page. 

On the other hand, Fraccaroli, from the same field of endeavor, discloses a wireless 
communication network comprising a server in a central location storing matching profiles for a 
plurality of users of the network. The matching profile for each user is stored in the server 
through the user's mobile unit or secure page on the internet. Furthermore, the location 
implementation is autonomous, so that the handset itself can ask for its location or the location of 
the handset can be requested by a base station and supplied by the handset in response to the 
request (col. 5, lines 1- 48; col. 6, lines 34-65; col. 8, line 33- col. 9, line 57). Therefore, it would 
have been obvious to one of ordinary skill in the art at the time the invention was made to apply 
the technique of Fraccaroli to the communication system of Moon in order to allow a user to 
program their mobile terminal to provide a level of responsiveness to incoming calls that is 
tailored to their individual preference. 
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Regarding claim 49, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the wireless device comprises a cellular telephone (col. 6, lines 
6-19). 

Regarding claim 50, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the wireless device comprises a cordless telephone (col. 3, lines 
6-19; col. 4, lines 5-18). 

Regarding claim 52, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the interface is adapted to display the settings within an e-mail 
menu (col. 4,, lines 13-56; col. 6, lines 14-30). 

Regarding claim 53, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the interface is adapted to display the settings within a PDA 
menu (col. 3, lines 26-57). 

Regarding claim 54, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the interface is adapted to display the settings within a wireless 
device menu (col. 4, lines col. 5, lines 24-53). 

Regarding claim 55, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the interface is adapted to transmit the selected settings 
according to a schedule (col. 5, lines 6-53). 

Regarding claim 56, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the interface is adapted to repeatedly transmit the selected 
settings until the wireless device receives the transmission (col. 5, lines 16-53). 
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Regarding claim 57, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the interface is adapted to transmit the selected settings to the 
wireless device upon receiving a wireless device communications number which identifies the 
wireless device (col. 4, lines 5-56). 

Regarding claim 58, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the communications number comprises a telephone number 
(col. 5, line 24- col. 6, line 30). 

Regarding claim 59, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the selected settings comprise an existing configuration (col. 4, 
lines 19-56; col. 5,line 6- col. 6, line 30). 

Regarding claim 60, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the selected settings comprise a new configuration (col. 4, lines 
19-56; col. 5,line 6- col. 6, line 30). 

Regarding claim 61, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the selected settings comprise cellular telephone settings (col. 
6, lines 6-19). 

Regarding claim 62, Moon et al as modified discloses a system for configuring a wireless 
device (figs. 1-2, fig. 4), wherein the selected settings comprise cordless telephone settings (col. 
3, lines 6-19; col. 4, lines 5-18). 

Response to Arguments 
3. Applicant's arguments with respect to claims 1-62 have been considered but are moot in 
view of the new ground(s) of rejection. 
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Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Marceau Milord whose telephone number is 703-306-3023. The 
examiner can normally be reached on Monday-Thursday. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Vivian C. Chin can be reached on 703-308-6739. The fax phone number for the 
organization where this application or proceeding is assigned is 703-872-93 14. 

Any inquiry of a general nature or relating to the status of this application or proceeding 
should be directed to the receptionist whose telephone number is 703-305-3900. 




Marceau Milord 



Examiner 
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